
SCALE: 

ZERO DEPTH ENTRY POOL DETAIL
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SP-1.08

1" = 1'-0"

 #4 AT 12"

 5 #4 CONTINUOUS

WITH IMPERVIOUS SLIP RESISTANT FINISH

SLOPE 2% AWAY FROM POOL

RENOSYS ANCHOR PLATE & PVC LINER 

HIGH POINT DECK

SLOPE 2%

12" WIDE COMPAC FIBERGLASS PERPENDICULAR GRATE

WITH SLIP RESISTANCE SURFACE (WHITE COLOR).

EL. +12.21'

FINISHED DECK

EL. +12.17'

POOL WATER LEVEL

"FLEXCRETE" WATERPROOFING

MEMBRANE  INTERIOR SURFACE

FINISH OR EQUAL

8" TRUNK PERIMETER GUTTER LINE.

SEE POOL PIPING PLAN.
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2'-0"

8" CONCRETE SLAB REINFORCED WITH #4 @ 12" EACH WAY. 

 2" CLEAR FROM WET

SIDE FACE. CONCRETE SLAB SHALL BE POURED IN ONE CONTINUOUS POUR.
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-
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2
"

3" OUTLET PIPE

NATIONAL POOL TILE- SEA BREEZE

6" X 6" GLAZED CERAMIC DECORATIVE

WATERLINE TILE. PLACE DEPTH MARKERS HERE.

RENOSYS PVC LINER (LIGHT BLUE COLOR)

SLIP RESISTANT SURFACE FINISH- REFER

TO SP-1.17 FOR PVC MEMBRANE POOL

LINING SYSTEM NOTES

NATIONAL POOL TILE-

2"X2" D200 DESERT GRAY SPECKLE

KEYSTONES- SLIP RESISTANT TILE SLOPE TOP

OF BEAM TOWARD POOL. PLACE DEPTH

MARKERS HERE.

SEE DETAIL #1 ON SP-1.10

2 #4 CONTINUOUS
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SET HANDRAIL IN BOTTOM TREAD.

USING QUICK DRY CEMENT GROUT

SECURELY SET IN DECK

ANCHOR SOCKET 

3 BEND STAINLESS STEEL HANDRAIL HAVING AN

OUTSIDE DIAMETER OF 1.90" AND A WALL

THICKNESS OF 0.065". THE RAIL SHALL BE

ANCHORED IN THE DECK & BOTTOM TREAD.

THIS DIMENSION IS FOR INFORMATION ONLY.

CONTRACTOR TO VERIFY EXISTING CONDITION

PRIOR TO FABRICATION OF RAILING
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SCALE: 

POOL ENTRY STAIR SECTION

4

SP-1.08

1/2" = 1'-0" 

8" CONCRETE WALL REINFORCED WITH #4 @ 12"

EACH WAY, CENTER STEEL IN WALL U.O.N.

CONCRETE ON POOL WALL SHALL BE ALL IN A

SINGLE POURED. NO COLD JOINTS ALLOWED.

8" CONCRETE SLAB REINFORCED WITH #4 @ 12"

EACH WAY. 

 2" CLEAR FROM WET SIDE FACE.

CONCRETE SLAB SHALL BE POURED IN ONE

CONTINUOUS POUR.

SCALE: 

MULTIPURPOSE POOL SECTION
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POOL DECK WITH

IMPERVIOUS SLIP

RESISTANT FINISH

SLOPE 2% AWAY

FROM POOL

WATER LEVEL

EL. +12.17'

POOL DECK

EL. +12.21'

PARAGON ADJUSTABLE GRAB RAILS -

ITEM #44-080 WITH SLIP RESISTANT

CYCOLAC RECESSED STEPS

75'-1"
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POOL UNDERWATER LIGHT

18" MINIMUM TOP OF LENS
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SP-1.11
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POOL UNDERWATER LIGHT

SP-1.10

6

WELL STABILIZED SOIL OR WELL COMPACTED

FILL WITH  2000 PSF BEARING VALUE

ALL DIMENSIONS & DEPTHS INDICATED ON THIS

DRAWING ARE FINISHED WALL & FLOOR DIMENSIONS

STARTING PLATFORM

(TYPICAL OF 6)
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PARAGON ADJUSTABLE GRAB RAILS -

ITEM #44-080 WITH SLIP RESISTANT

CYCOLAC RECESSED STEPS

SP-1.10

5 

NATIONAL POOL TILE- SEA BREEZE

6" X 6" GLAZED CERAMIC DECORATIVE WATERLINE

TILE. PLACE DEPTH MARKERS HERE.

RENOSYS PVC LINER (LIGHT BLUE COLOR)

SLIP RESISTANT SURFACE FINISH- REFER

TO SP-1.17 FOR PVC MEMBRANE POOL

LINING SYSTEM NOTES

8" CONCRETE WALL REINFORCED

WITH #4 @ 12" EACH WAY,

CENTER STEEL IN WALL U.O.N.

CONCRETE ON POOL WALL SHALL

BE ALL IN A SINGLE POURED. NO

COLD JOINTS ALLOWED.

8" CONCRETE SLAB REINFORCED WITH #4 @ 12"

EACH WAY.  2" CLEAR FROM WET SIDE FACE.

CONCRETE SLAB SHALL BE POURED IN ONE

CONTINUOUS POUR.

10" MAIN DRAIN

LINE TO

POOL COLLECTOR

TANK

2
'
-
6
"

WATERWAY PLASTICS 18” X 18” FRAME & GRATE OVER

CONCRETE FIELD FABRICATED SUMP - MAXIMUM

WATER VELOCITY (1.5FPS)  CERTIFIED TO MEET

ASME/ANSI A112.19.8, AS REQUIRED BY THE VIRGINIA

GRAEME BAKER POOL & SPA SAFETY ACT OF 2007.

HYDROSTATIC RELIEF VALVE

NATIONAL POOL TILE- SEA BREEZE

6" X 6" GLAZED CERAMIC DECORATIVE WATERLINE

TILE. PLACE DEPTH MARKERS HERE.

RENOSYS PVC LINER (LIGHT BLUE COLOR)

SLIP RESISTANT SURFACE FINISH- REFER

TO SP-1.17 FOR PVC MEMBRANE POOL

LINING SYSTEM NOTES

6" 6"

HYDROSTATIC RELIEF VALVE

THE UPPER PART OF POOL WALLS IN AREAS FIVE FEET DEEP OR LESS SHALL BE WITHIN

FIVE DEGREES OF VERTICAL FOR A MINIMUM DEPTH OF TWO AND ONE-HALF FEET FROM

WHICH POINT THE WALL MAY JOIN THE FLOOR WITH A MAXIMUM RADIUS EQUAL TO THE

DIFFERENCE BETWEEN THE POOL DEPTH AND TWO AND ONE-HALF FEET. THE UPPER PART

OF POOL WALLS IN AREAS OVER FIVE FEET DEEP SHALL BE WITHIN FIVE DEGREES OF

VERTICAL FOR A MINIMUM DEPTH EQUAL TO THE POOL WATER DEPTH MINUS TWO AND

ONE-HALF FEET FROM WHICH POINT THE WALL MAY JOIN THE FLOOR WITH A MAXIMUM

RADIUS OF TWO AND ONE-HALF FEET.
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LAP POOL

SCALE: 

MULTIPURPOSE POOL SECTION

1

SP-1.08

3/8" = 1'-0"

8" CONCRETE WALL REINFORCED WITH

#4 @ 12" EACH WAY, CENTER STEEL IN

WALL U.O.N. CONCRETE ON POOL WALL

SHALL BE ALL IN A SINGLE POURED. NO

COLD JOINTS ALLOWED.

8" CONCRETE SLAB REINFORCED WITH #4 @ 12"

EACH WAY. 

 2" CLEAR FROM WET SIDE FACE.

CONCRETE SLAB SHALL BE POURED IN ONE

CONTINUOUS POUR.

PARAGON ADJUSTABLE GRAB RAILS -

ITEM #44-080 WITH SLIP RESISTANT

CYCOLAC RECESSED STEPS

WALL TARGET @ ℄

OF EACH RACING
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/
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10" MAIN DRAIN LINE TO

POOL COLLECTOR TANK (TYPICAL OF 2)

SP-1.10
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45'-0"

RADIUS 6" TYP.
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10"Ø 10"Ø 10"Ø

GENERAL REQUIREMENTS:

1. POOL FLOORS AND WALLS SHALL BE WHITE OR LIGHT PASTEL 

IN COLOR AND SHALL HAVE THE CHARACTERISTIC OF

REFLECTING RATHER THAN ABSORBING LIGHT. THE INTERIOR

FINISH COATING FLOORS AND WALLS SHALL BE COMPRISED

OF A NONPIGMENTED WHITE CEMENTITIOUS BINDER

COMPONENT TOGETHER WITH A SAND/AGGREGATE

COMPONENT. THE FINISH COATING SHALL HAVE A DRY

LIGHTNESS LEVEL (CIE L VALUE) OF 80.0 OR GREATER AND A

WET LUMINOUS REFLECTANCE VALUE (CIE Y VALUE) OF 50.0

OR GREATER, AS DETERMINED BY TEST RESULTS PROVIDED

BY THE MANUFACTURER, UTILIZING TESTING METHODOLOGY

FROM AMERICAN STANDARD ASTM D4086, ASTM E1477, ASTM

E1347.

2. INTERIOR POOL FINISH IS IMPERVIOUS AND SLIP RESISTANT.

3. THE MAXIMUM VELOCITY THROUGH THE MAIN DRAIN GRATE

DOES NOT EXCEED 1.5 F.P.S.

4. SECURE THE MAIN DRAIN GRATE WITH TAMPERPROOF

SCREWS. (THE MAIN DRAIN GRATE IS NOT READILY

REMOVABLE.)

5. THE ACTUAL DEPTH AT OPERATING WATER LEVEL SHALL NOT

DEVIATE MORE THAN 3 INCHES FROM THE DEPTH SPECIFIED

BY THE MARKER WHEN MEASURED 3 FEET FROM THE POOL

WALL.

TOP OF POOL WALL ELEVATION

DEDUCT 2.00' ALLOWED FOR USE OF 2"

HYDROSTATIC PRESSURE RELIEF VALVE

(-2.00')

UPLIFT DATA

RESULTANT UPLIFT FORCE

SLAB THICKNESS REQ'D =

BOTTOM SLAB  ELEVATION

COUNTY FLOOD CRITERIA

DEDUCT BOTTOM SLAB ELEVATION

POOL UPLIFT FORCE

-1.75'

6"

6.50'

6.25'

0.25'

(-) 2.00'

12.21'

6.25'

MULTIPURPOSE POOL

SECTIONS

SP-1.08

SP-1.08

CAD DRAWING NAME: 

SHEET NO.

DRAWING TITLE:

PROJECT:

SEAL

February 8th, 2019

DATE: 

CONSULTANTS:

www.alleguezarchitecture.com

A A   C  0  0  2  7  4  6

ARCHITECTURE, INC.

A  L  L  E  G  U  E  Z

tel: 305.461.4001 

7 2 9 4   S W 4 8 TH   S T R E E T

M I A M I,  F L O R I D A 3 3 1 5 5

fax: 305.461.6002

ELIZABETH VIRRICK

PARK

NEW AQUATIC

FACILITY,

PROJECT #B-40571

3255 PLAZA STREET

MIAMI, FLORIDA, 33133

TEL: (305) 256-1199 FAX: (305) 256-1155

13170 SW 128TH STREET, SUITE 207

MIAMI, FLORIDA 33186

LANDSCAPE ARCHITECTS:

CIVIL ENGINEER:

MIAMI, FL 33155

TEL: (305) 662-8887 FAX: (305) 662-8858

5001 SW 74TH COURT, SUITE 201

2655 S LE JEUNE ROAD, SUITE 400

CORAL GABLES, FLORIDA 33134

TEL: (786) 717-7100

SRS ENGINEERING

LAURA LLERENA

AND ASSOCIATES, INC.

CARTY ARCHITECTURE

ARCHITECT:

TEL: (305) 442-7086 FAX: (866) 832-5291

5835 BLUE LAGOON DRIVE, SUITE 400

MIAMI, FLORIDA 33126

STRUCTURAL ENGINEER:

BLISS & NYITRAY

TEL: (305) 444-8210

135 SAN LORENZO AVENUE

CORAL GABLES, FLORIDA 33146

MEP ENGINEER:

FRAGA ENGINEERS

TEL: (305) 667-8975 FAX: (305) 662-1002

5000 SW 75TH AVENUE, SUITE 103

MIAMI, FLORIDA 33155

AQUATIC ENGINEER:

AQUADYNAMICS DESIGN

GROUP, INC.

P
E
R
M

I
T
 
S
E
T

CONTACT: ANDRE BRYAN

CITY PROJECT MANAGER

OFFICE OF CAPITAL

IMPROVEMENTS

PHONE: 305-416-1211

REVISED:

OFELIA TABOADA, P.E.

CIVIL  ENGINEER

PROFESSIONAL REG. No. 55339

O

F

E

L

I

A

T

A

B

O

A

D

A

 

P

.

E

.

P

R

O

F

E

S

S

I

O

N

A

L

 

E

N

G

I

N

E

E

R

 No 55339

STATE OF

F

L

O

R

I

D

A

L

I

C

E

N

S

E

 Digitally signed
by Ofelia Taboada
 Date: 2019.02.08
'08:29:41 -05'00

BD19003579001

06/06/22

AutoCAD SHX Text: FT
AutoCAD SHX Text: 4
AutoCAD SHX Text: FT
AutoCAD SHX Text: 4
AutoCAD SHX Text: IN
AutoCAD SHX Text: 9
AutoCAD SHX Text: IN
AutoCAD SHX Text: 3
AutoCAD SHX Text: FT
AutoCAD SHX Text: 4
AutoCAD SHX Text: IN
AutoCAD SHX Text: 3
AutoCAD SHX Text: FT
AutoCAD SHX Text: 5
AutoCAD SHX Text: FT
AutoCAD SHX Text: 5
AutoCAD SHX Text: IN
AutoCAD SHX Text: 3
AutoCAD SHX Text: FT
AutoCAD SHX Text: 5
AutoCAD SHX Text: IN
AutoCAD SHX Text: 3
http://www.alleguezarchitecture.com

